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EVOline® Frame Dock

Socket
modules

Data 
modules

Multimedia
modules

Pushbutton and
switch modules

Power supply
modules

EVOline® Frame Dock Individual

Mounting in hollow walls or  
boards with a thickness of 5 to 38 mm. 

Screw covering

Silver	                   Black       

The principle
The EVOline® Frame Dock is mounted 
from the front with 4 lifting clamps 
for variable wall thicknesses. The 
screw areas are closed by a cover.

The applications
Flexible deployment in the table,
in counter tops, in the furniture or
in hollow walls. Everywhere, where
design and order are in demand.

Your benefits
The Frame Dock is space saving and 
inconspicuous because of his flat 
installation height.

www.schulte.com

In addition to the EVOline® Frame Dock standard versions, you are
able to individually customise your EVOline® Frame Dock.
For further equipment options, please visit our website
www.schulte.com.
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5 mm

38 mm



EVOline® Frame Dock SMALL
with screw cover.
Aluminium housing
three sockets, 60°, 16 A,
with contact protection of Germany,
Austria *
3 m supply cable with plug, 
Power inlet in the back of the profile.

EVOline® Frame Dock DATA SMALL
with screw cover.
Aluminium housing
three sockets, 60°, 16 A,
with contact protection of Germany,
Austria *
3 m supply cable with plug, 
two modular couplings for patch cable
RJ45 to RJ45, 1:1 interconnected
CAT6 shielded cable.
Power and data inlet in the back  
of the profile.

EVOline® Frame Dock MEDIUM
with screw cover.
Aluminium housing
four sockets, 60°, 16 A,
with contact protection of Germany,
Austria *
3 m supply cable with plug, 
Stromeingang in der 
Power inlet in the back  
of the profile.

EVOline® Frame Dock MEDIUM
with screw cover.
Aluminium housing
four sockets, 60°, 16 A,
with contact protection of Germany,
Austria *
3 m supply cable with plug, 
Stromeingang in der 
Power inlet in the back  
of the profile.

Empty housing EVOline® Frame Dock
Aluminium housing

Silver anodized
with Black screw cover

Silver anodized
with Black screw cover

Silver anodized
with Black screw cover

Silver anodized
with Black screw cover

Silver anodized
with Black screw cover

Silver anodized
with Silver screw cover

1596 1000 0900 

1596 1000 1000

1596 1000 1200 

1596 1000 1300

Article Picture Specification Order no.

EVOline® Frame Dock

* Appropriate socket types for international 
requirements can be found on page 203 in the main
catalog (profile type 2)

9331 2180 0000 

9331 2550 0000
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www.schulte.com

Schulte Elektrotechnik
GmbH & Co. KG

Postfach 2732/2708
D-58477 Lüdenscheid

Jüngerstraße 21
D-58515 Lüdenscheid

Telefon	+49 (0) 23 51 / 94 81-0
Telefax 	+49 (0) 23 51 / 4 26 58
E-mail 	info@schulte.com

www.schulte.com



Schulte Elektrotechnik GmbH & Co KG

Postfach 27 32 / 27 08

D-58477 Lüdenscheid

Jüngerstraße 21

D-58515 Lüdenscheid

Tel 	 +49 23 51 / 94 81 0

Fax 	 +49 23 51 / 4 26 58

Email	 info@schulte.com 

Internet 	 www.schulte.com 
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EVOline® Frame Dock

Datenblatt

Optional

16 mm variabel
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